612 Compact Fogger
MODEL # 950000-B
OVERVIEW
The 612 Compact Fogger is a damp mist sprayer that uses compressed air (1.2 CFM @ 80 PSI) and venturi action to draw
ready-to-use chemical solution from the attached bottle and project it up to 6 feet. The adjustable output can wet surfaces at
close range or spray mist (fog) into the air to cover exposed surfaces and penetrate hard-to-reach areas. The low CFM
requirement of this unique fogger allows it to be used with smaller consumer-grade air compressors.
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OPTIONS

Stainless Steel Hose Racks
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Additional Bottles
1-Way Push Lever Mixing Station (4 GPM)
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Air Compressor
Bottle, 32oz (Includes Solid Lid)
Makita® MAC700 (120V, 3.8 CFM @ 40 PSI)
Air Compressor
To Regulate Incoming Airflow
Makita® MAC700 (120V, 3.8 CFM @ 40 PSI)
Needle Valve, NPB, 1/4" FM
To Regulate Incoming Airflow
Needle Valve, NPB, 1/4" FM
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REQUIREMENTS
Ready-to-Use Chemical Solution
Compressed Air
up to 1.2 CFM @ 80 PSI
Ready-to-Use Chemical Solution
Minimum Air Supply Line 3/8"
Compressed Air
up to 1.2 CFM @ 80 PSI
Minimum Air Supply Line 3/8"
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